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SPECIFICATIONS RATINGS & CERTIFICATIONS

IMPORTANT! This product is not field cuttable. Cutting or modifying this product voids 

the ETL Listing and voids the warranty. All cuts or modifications must be made by the 

manufacturer in an ETL-approved facility following specific guidelines provided by ETL.

Input Voltage 120VAC

Power 4.5 watts per foot

Max Run Length 100'

Physical Color White

Construction Encased in PVC jacket

Connection Type

Factory installed connector; 6ft wire 

length - available as hardwire or 

wall-plug connection

Dimmable TRIAC dimmable

IP Rating IP65

Storage Temperature

Suitable for installation in areas 

with a temperature ranging from 

-4°F to 113°F

Max Operating Temperature 131°

Warranty 5-year limited

Inspire 120VAC 

LED Tape Light

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

PERFORMANCE

ORDERING INFORMATION

LED COLOR LUMENS/FT EFFICACY CRI LAMP LIFE BEAM SPREAD

2700K 349 78 LM/W

90 50,000 hours 120°

3000K 363 81 LM/W

3500K 405 90 LM/W

4000K 410 91 LM/W

All part numbers above will include the tape light only. Mounting hardware and other 

accessories sold separately. Custom lengths will have a longer lead time. Consult factory 

for more details.

Example: AC1-45-30-HW6-CUSTOM

PRODUCT CODE LED COLOR CONNECTION TYPE LENGTH

AC1-45 - - -

AC1-45 Inspire 120VAC LED Tape Light 27

30

35

40

2700K

3000K

3500K

4000K

HW6

PL6

6' Hardwire

6' Wall-Plug

CUSTOM Custom Length
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MOUNTING HARDWARE

AC1-KIT-AL1-4FT

4ft aluminum channel that includes a frosted lens, mounting clips, and end caps.

AC1-MNT-ACLP

Used to mount the LED tape light (not the aluminum channel). QTY 4.

Aluminum Channel

Mounting Clips for LED Tape Light

Mounting hardware is REQUIRED to mount the tape light.

1.06 in
[26.9 mm]

0.75 in
[19 mm]

2 in
[50.8 mm]

0.75 in
[19 mm]

0.63 in
[16 mm]

0.37 in
[9.4 mm]

0.37 in
[9.4 mm]

0.25 in
[6.3 mm]

0.79 in
[20.1 mm]

0.59 in
[15 mm]

0.41 in
[10.4 mm]

TOP

SIDE

1.92 in
[48.8 mm]

0.98 in
[24.9 mm]

0.87 in
[22.1 mm]

0.75 in
[19 mm]

0.75 in
[19 mm]

0.37 in
[9.4 mm]

0.08 in
[2 mm]

0.08 in
[2 mm]

0.37 in
[9.4 mm]

0.87 in
[22.1 mm]

0.87 in
[22.1 mm]

TOP

SIDE
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SURGE PROTECTION & DIMMING

PRODUCT IMAGE DESCRIPTION PART NO.

0-10V Phase Dimming Module

This phase-angle dimming device operates on 120 VAC and provides a 

dimmed 120 VAC output, which can power a single fixture or multiple 

fixtures on the same circuit. It supports up to 600 watts of lighting at 120 

VAC. 

DIM-600W-120V-010V

Surge Protector

This device protects 120VAC LED lighting from sudden spikes in electrical 

power, like when there’s a surge or power issue. It has built-in thermal 

protection, meaning if it gets too hot, it will safely shut itself down to prevent 

damage.

SURGE-120V-05K

COMPATIBLE DIMMERS

The dimmers listed below have been tested by the manufacturer and meet their dimming and performance standards. Actual dimming performance may 

vary. Additional dimmers may be compatible with this product; however, may not have been tested.

DIMMER PART NUMBER TYPE

Lutron Lumea C/L LECL-153P C/L

Lutron Skylark SELV-300P ELV

Lutron Caseta PD-5NE C/L

Lutron Diva C/L DVCL-153P C/L

Leviton Sureslide 6674-POW C/L

Lutron Diva DVRP-253P ELV

Leviton Decora Smart DH6HD C/L

Insteon Dimmer 2477D C/L, Inc.

Lutron Maestro MA-PRO C/L, Inc., Hal., ELV, MLV

Lutron Diva DVELV-300P ELV

Leviton Decora DSE06-10Z ELV


