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SPECIFICATIONS RATINGS & CERTIFICATIONS

DIMENSIONS

Inspire LightLine™ COB RGBW 

LED Tape Light

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

Input Voltage 24VDC

Power 5.5 watts per foot

Max Run Length 16.4'

Cut Increments Every 2”

Physical Color White

Connection Type Factory installed connector; 10' wire length

Adhesive 3M VHB

Dimmable Yes

IP Rating IP20

Storage Temperature
Suitable for installation in areas with a 

temperature ranging from -4°F to 113°F

Max Operating Temperature 160°

Warranty 5-year limited

PERFORMANCE

ORDERING INFORMATION

PRODUCT CODE LENGTH

CB1-55-RGBW - CUSTOM

CB1-55-RGBW Inspire LightLine™ COB RGBW LED Tape Light CUSTOM Custom Length

All part numbers above will include the tape light only. Drivers, channels, controls, and 

other accessories sold separately. Custom lengths will have a longer lead time. Consult 

factory for more details.

LED COLOR LUMENS/FT EFFICACY LAMP LIFE BEAM SPREAD

RGB+3000K 316 57 LM/W

50,000 hours 140°

3000K 133 24 LM/W

RGB White 204 37 LM/W

Red 39 7 LM/W

Blue 38 7 LM/W

Green 140 25 LM/W

0.55 in
[13.9 mm]

0.55 in
[13.9 mm]

0.47 in
[12 mm]

Factory Installed Connector

0.16 in
[4.1 mm]

0.07 in
[1.8 mm]
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CHANNELS

Lens Diffusion Rates

Flawless

No LED dotting

Near-Flawless

Mild LED dotting
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Heavy LED dotting
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# CHANNEL NAME COMPATIBLE
REASON 

(IF NOT COMPATIBLE)

LENS DIFFUSION 

RATE

TAPE LIGHT 

QTY

CONNECTORS 

THAT FIT

1
Slim - Standard 

Lens
Flawless (1) strip Zeus 3, 4-Screw

2 Slim - Tall Lens Flawless (1) strip Zeus 3, 4-Screw

3
Square - Standard 

Lens
Flawless (1) strip Zeus 3, 4-Screw

4 Square - Tall Lens Flawless (1) strip Zeus 3, 4-Screw

5 Angled Flawless (1) strip Zeus 3, 4-Screw

6 Recessed Flawless (1) strip Zeus 3, 4-Screw

7 Bendable Not Compatible Doesn’t Fit n/a n/a n/a

8 Corner FL Not Compatible Doesn’t Fit n/a n/a n/a

9 Indirect Not Compatible Doesn’t Fit n/a n/a n/a

10 Trim Not Compatible Doesn’t Fit n/a n/a n/a

11 Up and Down Not Compatible Doesn’t Fit n/a n/a n/a

12 Up or Down Not Compatible Doesn’t Fit n/a n/a n/a

13 Large Corner Not Compatible Doesn’t Fit n/a n/a n/a

14 Small Corner Not Compatible Doesn’t Fit n/a n/a n/a

15 Recessed Indirect Not Compatible Doesn’t Fit n/a n/a n/a

16 Mud-In Cove Not Compatible Doesn’t Fit n/a n/a n/a

17
Mud-In Cutout 

Edge
Not Compatible Doesn’t Fit n/a n/a n/a

18
Trimless Mud-In 

Edge
Not Compatible Doesn’t Fit n/a n/a n/a

19 Mud-In Indirect Not Compatible Doesn’t Fit n/a n/a n/a

20 Mud-In 0.5” Not Compatible Doesn’t Fit n/a n/a n/a

21 Mud-In 1” Not Compatible Doesn’t Fit n/a n/a n/a

22 Mud-In 1.6” Not Compatible Doesn’t Fit n/a n/a n/a

23 Mud-In 2” Not Compatible Doesn’t Fit n/a n/a n/a
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LED DRIVERS

Electronic-0-10V Dimmable Drivers

Plug-In Drivers

Compatible with most 0-10V dimmers. UL listed. 24VDC input voltage. 120-277VAC output voltage.

Plugs into a standard wall outlet. Non-dimmable. UL listed. 24VDC input voltage. 120-240VAC output voltage.

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

60-watts 2 9-1/2” x 4” x 3-7/8” DR-60W-24VDC-U-2-10-c 

100-watts 2 9-1/2” x 4” x 3-7/8” DR-100W-24VDC-U-2-10-c

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

36-watts 2 3-3/4” x 1-7/8” x 1-1/4” DR-36W-24VDC-120V-2-ND-e

96-watts 2 5-1/8” x 2-3/8” x 1-1/4” DR-96W-24VDC-120V-2-ND-e
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CONTROLS

PRODUCT IMAGE DESCRIPTION PART NO.

MAX LOAD INPUT: 100W (4.16A; @ 24VDC)
MAX LOAD OUTPUT: 100W (4.16A; @ 24VDC)
ENVIRONMENT: IP20 INDOOR
DO NOT INSTALL IN METAL JUNCTION BOX
WIRE SIZE: 14-22AWG
PRODUCT HELP: (832) 717-2710
MFG PN: PWM5-PRO

CASAMBI PWM PRO BLUETOOTH DECODER
CONT-CAS-PWMPRO-DEC Casambi PWM Pro Bluetooth Decoder

Communicates wirelessly with a Bluetooth device, like a smartphone or 

tablet, allowing for color-changing and dimming effects within the Casambi 

app. The LED strip is wired directly into the decoder, along with a 24VDC 

electronic LED driver (sold separately) which provides power to the system.

CONT-CAS-PWMPRO-DEC

Casambi Wireless Wall Controller

Wall-mounted controller that allows for quick, convenient control of 

Casambi enabled lighting. It communicates with lighting that is connected 

to a Casambi PWM Bluetooth Decoder (sold separetely), and attaches 

magnetically to a wall-mounted plate (included).

CONT-CCS-WSC

Stick 3 DMX Wall Controller

Wall-mounted multi-zone controller that allows for individual programming 

and control of separate color-changing LEDs. Wired DMX connection. Power 

supply included.

White: RGB-DMX-CONT-STICK3-WHT

Black: RGB-DMX-CONT-STICK3-BLK

DMX Decoder

Decodes the DMX signal from a DMX controller and wires directly to 24VDC 

LED lighting. 

Note: Required when using a DMX controller.

RGB-DMX-DECODER

DMX Terminator

Terminates a DMX signal. 

Note: Required when using 10 or more DMX Decoders.

DMX-TERM


