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SPECIFICATIONS

4-Screw Connectors

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

DIAGRAM

ORDERING INFORMATION

Input Voltage 24VDC

Max Load 240-watts (10A) @ 24VDC

Wire Details 22AWG, 2-conductor UL2464

Max Wire Size 18AWG

Wire Color White

Connector Color Clear

Dimensions •	 Hardwire Connectors & Extensions: 1/2”L x 5/8”W x 

1/4”H

•	 90° Corner: 1-1/8”L x 5/8”W x 1/4”H

IP Rating IP20

Screw Type Philips head; for use with small, precision style 

screwdrivers

Protective 

Components

Connector cap (included) installs onto over the screws 

and shields the terminals from accidental contact and 

moisture

Mounting Includes small, 3M VHB adhesive squares for adhering 

the connectors to a surface

Compatible LED 

Tape Light

Compatible with static white, 12mm (1/2”) wide LED 

tape light only

Warranty 5-year limited

CONNECTOR TYPE DESCRIPTION PART NO.

5ft Hardwire Connector Connects the tape light to an LED driver. 4S1-12-TD-5FT

No-Wire Connector Connector head without wire. Commonly used for connecting to stubbed wire. 4S1-12-TD-NW

5ft Jumper Connects (2) runs of tape light together. 4S1-12-TT-5FT

Splice Connects (2) runs of tape light together without any gaps between runs. 4S1-12-TT-NW

90° Corner Connects (2) runs of tape light together at a 90° corner. 4S1-12-TT-COR

Hardwire ConnectorSpliceCorner

Jumper


