
Functional Devices, Inc.
101 Commerce Drive
Sharpsville, IN 46068

Offi ce: (765) 883-5538
Toll Free: (800) 888-5538
www.functionaldevices.com 
sales@functionaldevices.com

10 YEAR
WARRANTY

UL924 EMERGENCY RELAYS & INVERTERS  �  UL1008 EMERGENCY LIGHTING  �  LIGHT CONTROLLERS  �  UNIVERSAL POWER PACKS
LATCHING & GENERAL PURPOSE RELAYS  �  WIRELESS ENOCEAN TECHNOLOGY  �  STEP-DOWN AUTO TRANSFORMERS

0-10V CONTROLLED PHASE DIMMER

LR01F600A 
Phase Angle Dimmer, 0-10 Vdc Input, 120 Vac Power Input, 600W Rated, Dimming Mode Selectable, NEMA 1 Housing
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SPECIFICATIONS
Operating Temperature -30 to 122 F
Humidity Range 5 to 95% (noncondensing)
Red LED Power Status
Dimensions 4.00”H x 4.00”W x 1.81”D with 0.50” NPT hub
Origin Made of US and non-US parts
Wires 16”, 600V rated
Approvals Class 2 UL Listed, UL916, C-UL, RoHS
Housing Rating UL Accepted, NEMA 1
Max Lighting Load 600W @ 120Vac, Incandescent/Halogen

Recommended 50% derating for other dimmable lighting loads 
Min Lighting Load 1W
Dim to off Yes
Selectable Dimming Mode Yes
Power Input Ratings 10mA @ 120 Vac; 60Hz
0-10V Input Current Source 1mA maximum per IEC Standard 60929 Annex E

NOTES
Switch on unit will change dimming 
between leading or trailing edge. 
Requires power cycle.
Purple & pink wires are used with both 
Current Sink 0-10V controllers and 
Current Source 0-10V controllers. The 
LR01F600A will automatically detect 
the controller type.

Some lighting fixtures flicker at very 
low values. To prevent this, Low DIM 
Threshold is set to 2V.
For use with 60Hz only.
Not for use with Magnetic Low 
Voltage(MLV) loads.


