LEDI

Type

Project Name

Part No.

PRODUCT SPECIFICATIONS

Electronic O-10V
Dimmable Drivers

SPECIFICATIONS

Max Load

Minimum Load
Dimensions (LxWxH)

Input Voltage

Output Voltage

Storage Temperature Range
Class 2 Compliant
Supported Dimming Types
Recommended Dimmers
Dimming Range

Weight

Average Efficiency

Wire Gauge Sizes
Protections

Environment

Ratings & Certifications

60 WATT

100 WATT

Recommended load if the driver is installed in an environment with an ambient temperature below 85°F:
60 Watts 100 Watts

Recommended load if the driver is installed in an environment with an ambient temperature between 85°F to 120°F:

54 Watts 90 Watts

Recommended load if the driver is installed in an environment with an ambient temperature above 120°F:
48 Watts 80 Watts

6 Watts 10 Watts

9-1/2" x 4" x 2-7/16” 9-1/2"x 4" x 2-3/4"

120-277VAC

24VDC

-40°F to 122°F

Yes

0-10V

Recommended for use with most standard 0-10V dimmer models.

100% to 10%

2lbs. 2 oz.

88%

18AWG (input and output)

Short Circuit, Open Circuit, Overload

Indoor or OQutdoor - For outdoor installations, a NEMA-rated enclosure is recommended.

UL Listed

ORDERING INFORMATION

Example: DR-100W-24VDC-U-2-10-c

PRODUCT CODE CAPACITY OUTPUT VOLTAGE MODEL
DR — — 24VDC — U-2-10-c
DR LED Driver 60w 60-Watt 24VDC 24VDC U-2-10-c  Electronic 0-10V
100W  100-Watt
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@ Capacity Dimensions (L x W x H)
60 Watt 9-1/2"x 4" x 2-7/16”
O 9) 100 Watt 9-1/2"x 4" x 2-3/4”
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SAMPLE WIRING DIAGRAM

The wiring diagrams below are for sample purposes only. Actual wiring schematics may vary.
Always consult the instructions that accompany the dimmer or lighting controller before installation.

Sample Wiring Diagram for 0-10V Dimming

Line/Hot (BLACK) _ RED

0-10V Dimmer

Neutral (WHITE)

| INPUT 120V-277V AC OUTPUT 24V DC

Line/Hot (BLACK)

+ 24V DC (RED)

0-10V Dimming (GRAY)
[ ]

0-10V Dimming (PURPLE) Electronic 0-10V LED Driver
)

—~24V DC (BLUE)

Ground (GREEN)

Sample Wiring Diagram for Lighting Control Components

INPUT 120V-277V AC OUTPUT 24V DC
Line/Hot (BLACK) + 24V DC (RED)
0-10V Dimming (GRAY) —24V DC (BLUE)
0-10V Dimming (PURPLE) Electronic 0-10V LED Driver
Neutral (WHITE)
Ground (GREEN)
( N\
Color-Changing LEDs Lighting Control Decoder )
\ J/
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