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SPECIFICATIONS

Plug-In Drivers

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

ORDERING INFORMATION

Example: DR-96W-24VDC-120V-2-ND-e

PRODUCT CODE CAPACITY OUTPUT VOLTAGE MODEL

DR - - 24VDC - 120V-2-ND-e

DR LED Driver 36W

96W

36-Watt

96-Watt

24VDC 24VDC 120V-2-ND-e Plug-In Driver

36 Watt 96 Watt

Max Load

Acceptable load for any driver installed in an environment with an ambient temperature below 85°F (29°C).

36 Watts 96 Watts

Recommended load if installed in an environment with an ambient temperature between 85°F to 120°F (29°C to 49°C).

32 Watts 86 Watts

Recommended load if installed in an environment with an ambient temperature above 120°F (49°C).

28 Watts 76 Watts

Minimum Load 4 Watts 10 Watts

Dimensions (LxWxH) 3-3/4” x 1-7/8” x 1-3/16” 5-1/8” x 2-5/16” x 1-1/4”

Average Efficiency 84% 85%

Input Voltage 120-240VAC

Output Voltage 24VDC

Storage Temperature Range -4°F to 176°F (-20°C to 80°C)

Class 2 Compliant Yes

Supported Dimming Types None; not dimmable

Connections & Wire Lengths

•	 Barrel Connector (3' 11")

•	 AC Wall Plug (6' 6")

•	 Zeus Connector Adapter (3-3/8")

•	 Zeus HD Connector Adapter (4-1/2")

Protections Short Circuit, Overload

Environment Indoor

Certifications UL Listed

Warranty 5 Year Limited
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DIMENSIONS

L

W

H

Capacity Dimensions (L x W x H) Barrel Connector AC Wall Plug

36 Watt 3-3/4” x 1-7/8” x 1-3/16”

3' 11" 6' 6"

96 Watt 5-1/8” x 2-5/16” x 1-1/4”

AC Wall Plug

Barrel 

Connector


