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SPECIFICATIONS

Warm Dim Driver

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

ORDERING INFORMATION

PRODUCT CODE CAPACITY MODEL VERSION

DR - 96W - WARMDIM - V1

DR LED Driver 96W 96-Watt WARMDIM Warm Dim V1 Version #1

Max Load

96 watts if the driver is installed in 

an environment with an ambient 

temperature below 85°F.

86 watts if the driver is installed in 

an environment with an ambient 

temperature between 85°F to 120°F.

76 watts if the driver is installed in 

an environment with an ambient 

temperature above 120°F.

Minimum Load
Varies; See page 2 for minimum load 

requirements per dimmer model.

Class 2 Compliant Yes

Input Voltage 120VAC

Output Voltage 24VDC

Supported Dimming Types
MLV, Incandescent, CFL/LED - See page 

2 for a list of recommended dimmers

Storage Temperature Range -22°F to 122°F

Max Operating Temperature 140°F

Dimensions (LxWxH) 6-3/4” x 2-3/4” x 1-5/16”

Weight 1 lbs. 1 oz.

Average Efficiency 90%

Power Factor 0.95

Wire Gauge Sizes
•	 Input: 18AWG

•	 Output: 14AWG

Protections
Short Circuit, Open Circuit, Over Current, 

Over Temperautre

Environment

Indoor or Outdoor - For outdoor 

installations, a NEMA-rated enclosure is 

recommended.

Warranty 5 Year Limited

RATINGS & CERTIFICATIONS

DIMENSIONS

6-3/4"

2-3/4"

1-5/16"
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RECOMMENDED DIMMERS

Dimmers tested by manufacturer. All dimmers listed meet the manufacturer’s dimming and performance standards. Actual dimming performance may vary. 

Additional dimmers may be compatible with these drivers; however, may not have been tested by the manufacturer.

COMPATIBLE PART NUMBERS DIMMING TYPE
MINIMUM DRIVER LOAD

REQUIREMENT

DIMMING RANGE 

(LUMEN OUTPUT)

Lutron

DVCL-153P CFL/LED 8 Watts 100% to 1%

DVCL-153PH CFL/LED 8 Watts 100% to 1%

DVCL-253P CFL/LED 8 Watts 100% to 1%

DVSCCL-153P CFL/LED 8 Watts 100% to 1%

DVSCCL-253P CFL/LED 8 Watts 100% to 1%

MACL-153M CFL/LED 8 Watts 100% to 1%

MSCL-OP153M CFL/LED 8 Watts 100% to 1%

LECL-153P CFL/LED 8 Watts 100% to 1%

AYCL-153P CFL/LED 8 Watts 100% to 1%

MA-600 Incandescent 50% 100% to 1%

MA-1000 Incandescent 50% 100% to 1%

MSC-600M Incandescent 50% 100% to 1%

MSC-1000M Incandescent 50% 100% to 1%

PD-5NE Incandescent/MLV 50% 100% to 1%

SLV-600P MLV 50% 100% to 1%

HW-RPM-4A-120 Incandescent/MLV 50% 100% to 5%

Legrand

ADTP700MMTU Incandescent/MLV 50% 100% to 1%

ADPD453L Incandescent 50% 100% to 7%

RHCL453PW Incandescent/MLV 50% 100% to 4%

GE

14294 Incandescent 50% 100% to 1%

Leviton

DSM10-1LZ Incandescent/MLV 50% 100% to 5%

DW6HD-1BZ Incandescent 50% 100% to 1%

6674-P0W Incandescent/MLV 50% 100% to 1%
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SAMPLE WIRING DIAGRAM

The wiring diagrams below are for sample purposes only. Actual wiring schematics may vary. 

Always consult the instructions that accompany the switch or dimmer before installation.

Line/Hot (BLACK)

Dimmer

Neutral (WHITE)

Line/Hot (BLACK)

Ground (GREEN)

+ 24V DC (RED)

24V DC (PURPLE)

Warm Dim LED Driver

INPUT 120V-277V AC OUTPUT 24V DC


