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Channel Accessories

End Caps

Extra set of end caps. Installs onto the ends of 
the channel. QTY 2.

CH1-END-CRSM

Mounting Clips

Extra set of mounting clips. QTY 5.

CH1-MNT-CRSM

TYPE LOCATION

PROJECT NAMEPART NUMBER

Inspire Small Corner Channel Surface Mount Aluminum Channel

Specifications Ordering Information

Mounting Type Surface Mount
Construction Aluminum
Channel Color Anodized Aluminum
Lens Types Frosted
Lens Construction UV-Coated Polycarbonate
Environment Indoor
Warranty 5-year Limited

Item Description Part Number
Channel Kit Unassembled kit that includes a 6’ 

6” channel, lens, and end caps.
CH1-KIT-CRSM-2M

Custom Channel Custom channel cut to a custom 
length (sold by the foot). Includes 
the channel, lens, and end caps.
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LEDI  //  Inspire Small Corner Channel Product Specifications

Lumen Output & Lens Diffusion Rates
This channel is compatible with our Inspire V5 Spec 2.8 6mm LED tape light. Other LED tape light is not compatible.

Flawless
No dotting/pixelation from LEDs

Lumen Output (per foot)

LED Tape Light Diffusion Rate 4000K 3500K 3000K 2700K

Inspire V5 Spec 2.8 6mm Flawless 145 140 137 128

PLEASE NOTE: 
THIS CHANNEL REQUIRES TWO (2) STRIPS OF LED TAPE LIGHT.

Product Dimensions

End caps add 1/8” to each end of the channel.

Channel Dimensions

End Cap Dimensions

Mounting Clip Dimensions
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