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SPECIFICATIONS

Mud-In 1” Channel

PRODUCT SPECIFICATIONS

Mounting
Recess into drywall, then use joint compound to 

seal channel with drywall

Channel Finish White

Lens Finish Frosted

Drywall Compatibility 1/2" and 5/8"

Construction Aluminum

Light Engine

(2) strips of select LED tape light models (pg. 2)

Please note:

Tape light requires soldered connections 

because tape light connectors do not fit inside 

the channel. 

IP Rating IP20

Warranty 5 year limited

Type

Project Name

Part No.

ORDERING INFORMATION

Example: CH1-M10-WHT-2M

1.38 in
[35 mm]

0.39 in
[10 mm]

2.95 in
[74.8 mm]

1.06 in
[27 mm]

0.52 in
[13.1 mm]

1.56 in
[39.6 mm]

2.95 in
[75 mm]

End Cap 1.56 in
[39.6 mm]

End Cap

1.29 in
[32.7 mm]

1.29 in
[32.7 mm]

0.77 in
[19.6 mm]

0.77 in
[19.6 mm]

1	 Includes (1) 2-meter (6.5’) channel (aluminum channel only), and (1) channel accessory bag that includes 	

	 mounting straps, (2) channel joiners, and (1) countersink drill bit.

2	 Includes all channel(s), lens, channel accessory bag, and end caps to support the layout.

See page 3 for additional parts and accessories.

PRODUCT CODE LENGTH

CH1-M10-WHT -

CH1-M10-WHT Mud-In 1” Channel
2M

CUSTOM

2-meters (6.5’) 1

Custom Length 2
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TAPE LIGHT MODEL RECOMMENDED/COMPATIBLE REASON (IF NOT RECOMMENDED/COMPATIBLE)

Inspire V5 Spec 1.5

Inspire V5 Spec 2.8

Inspire V5 Spec 4.0

Inspire V5 Spec 5.0

Inspire V5 Spec 7.5

Inspire V5 Spec 2.8 6mm 

Inspire V5 Spec 5.0 10mm

Inspire V5 Standard Eco Not Recommended Visible LED dotting

Inspire V5 Standard Bright Not Recommended Visible LED dotting

Inspire V5 Standard Super Bright Not Recommended Visible LED dotting

Inspire LightLine COB 1.5

Inspire LightLine COB 2.8

Inspire LightLine COB 5.5

Inspire LightLine COB RGB

Inspire LightLine COB RGBW Not Compatible Connector required; Doesn't fit

Inspire LightLine COB Outdoor Not Compatible Doesn't fit

Inspire LightLine COB Outdoor RGBW Not Compatible Doesn't fit

Inspire RGB 4.0 Not Recommended Visible LED dotting

Inspire RGB 6.0

Inspire RGBW Not Recommended Visible LED dotting

Inspire Tunable White Not Recommended Visible LED dotting

Inspire Warm Dim Not Recommended Visible LED dotting

Inspire 120VAC Not Compatible Doesn't fit

Inspire V4 NanoSKN Bright Not Recommended Visible LED dotting

Inspire V4 NanoSKN Super Bright Not Recommended Visible LED dotting

Inspire V4 NanoSKN RGB Not Recommended Visible LED dotting

Inspire V4 Nude Bright Not Recommended Visible LED dotting

Inspire V4 Nude Super Bright Not Recommended Visible LED dotting

Inspire V4 Nude RGB Not Recommended Visible LED dotting

RECOMMENDED LED TAPE LIGHT

Lens Diffusion Rates

Determine Lumen Output of Channel + Tape Light

Flawless

No LED dotting

Near-Flawless

Mild LED dotting

Minimal

Heavy LED dotting

All tape light models recommended above deliver FLAWLESS diffusion, which is typically desired for this type of channel.

Use a 0.4 MULTIPLIER to determine lumen output of channel + tape light. Example: 400 lumens/FT (tape light) x 0.4 multiplier = 160 lumens/FT 

REMINDER:

This channel requires (2) strips of tape light.
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ADDITIONAL PARTS & ACCESSORIES

*Only required if additional materials are needed. Each piece of channel already includes these parts.

CONDUIT SOLUTION

If a conduit solution for in-wall/ceiling wiring is required, please consult factory for details.

NAME DESCRIPTION PART NUMBER IMAGE

End Cap Attaches to the ends of a channel. CH1-M10-WHT-END

90° Flat Corner Section

6” x 6” section that attaches between 

to two pieces of channel at a 90° 

angle.

CH1-COR-M10-9001

90° Outside Corner Section

6” x 6” section that attaches between 

to two pieces of channel at a 90° 

angle.

CH1-COR-M10-9002

90° Inside Corner Section

6” x 6” section that attaches between 

to two pieces of channel at a 90° 

angle.

CH1-COR-M10-9003

Frosted Lens Frosted lens.
65.6’ roll: CH1-LENS-M10-FR-20M

Custom: CH1-LENS-M10-FR-CUSTOM

Extra Channel Accessory Bag*

Includes mounting straps, (2) 

channel joiners, and (1) countersink 

drill bit. 

CH1-ACC-MUD-A01

Extra Channel Joiners*
Holds two pieces of channel 

together. Includes set screws. QTY (2).
CH1-JNR-MUD-J01


