
Type:

Project:

Approvals:

1 of 2
Ph: (832) 717-2710   |   Quote Requests: designs@ledinspirations.com

www.LEDI.LIGHTING
Version 01132025   |   Specifications subject to change without notice.

PRODUCT SPECIFICATIONS

Trimless Mud-In 
Edge Channel
Surface Mount + Mud-In Channel for LED Tape Light

Overview

The Trimless Mud-In Edge Channel is an aluminum channel designed for creating an 
edge-lit, floating wall effect. It surface mounts to an additional piece of drywall and is 
sealed in place using joint compound. This channel can be placed anywhere on a wall, 
offering versatile installation options for a seamless and unique look.

Dimensions

Compatible LED Tape Light

Soldered lead wires are required with the LED 
tape light used in this channel. See page 2 for 
performace data.

•	 Inspire V5 Spec 5.0 10mm
•	 Inspire V5 Spec 2.8 6mm

Mounting Style Surface Mount + Mud-In

Installation Details •	 Surface mount onto drywall, then apply joint 
compound to seal the channel flush with the surface.

•	 It is recommended that the aluminum channel be 
installed by an experienced drywall finisher.

•	 It is recommended that the LED tape light be 
installed and serviced by a licensed electrician.

Channel Finish White

Lens Type Frosted

Drywall Compatibility •	 1/2"
•	 5/8"

Materials •	 Channel: Anodized aluminum
•	 Lens: Polycarbonate

IP Rating IP20

Light Engine LED Tape Light (select models)

Note: LED tape light connectors are not compatible 
with this channel; therfore, soldered lead wires are 
required.

Warranty 5-year limited

Specifications

0.5”

0.63”

0.75”

1.5”

CH1 KIT TME WHT 2M
Series Order Type Model Channel Finish Length

CH1 - Channel KIT - Channel Kit TME - Trimless Mud-In Edge WHT - White 2M - 2-meter (6.5')

Part Number Builder

Channel Kits
Unassembled kit that includes a 2-meter (6.5’) channel, lens, end caps, and (1) Channel 
Accessory Bag that includes mounting straps, (1) channel joiner, and (1) countersink drill bit.

CH1 TME WHT CUSTOM
Series Model Channel Finish Order Type

CH1 - Channel TME - Trimless Mud-In Edge WHT - White CUSTOM - Custom length

Custom Channel
Custom channels are custom cut to the lengths and angles that are requested. Includes 
the channel(s), lens, end caps, and installation accessory bag. Assembly in the field is 
required. Custom channels will have a longer lead time.
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PRODUCT SPECIFICATIONS

Trimless Mud-In 
Edge Channel
Surface Mount + Mud-In Channel for LED Tape Light

Parts & Accessories

Extra Channel Accessory Bag
CH1-ACC-MUD-A02

Includes mounting straps, (1) channel joiner, 
and (1) countersink drill bit.

Note: Every piece of channel includes (1) 
Channel Accessory Bag. If more are needed, 
use the part number above.

Extra Channel Joiners
CH1-JNR-MUD-J01

Holds two pieces of channel together. 
Includes set screws. QTY (2).

Note: Each Channel Accessory Bag includes 
(1) joiner. If more are needed, use the part 
number above.

Extra End Caps
CH1-END-TME

Installs onto each end of the channel. QTY 
(2).

Note: End caps are included with both 
channel kits and custom channels. If more 
are needed, use the part number above.

Compatible LED Tape Light Performance

LED Tape Light Lumens/FT* Diffusion Rate

Inspire V5 Spec 5.0 10mm 238 Flawless

Inspire V5 Spec 2.8 6mm 152 Flawless

* Lumen output shown at 4000K. Other LED colors will vary.

Diffusion Rates

Flawless
No dotting from LEDs

Near-Flawless
Mild dotting from LEDs

Minimal
Heavy dotting from LEDs


