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SPECIFICATIONS

RATINGS & CERTIFICATIONS

Input Voltage 24VDC

Power 20 Watts/Sheet

Cut Increments Every 1" x 1"

Dimmable Yes

Max Sheet QTY 

(when connected together)
(4) full sheets, or 100 total watts

Dimensions (W x L x H)
12" x 24" x 3/16" (not including 

standoffs)

Physical Color White

Adhesive 3M 300LSE

Connection Type LED Sheet Connectors

Storage Temperature -4°F to 113°F

Max Operating Temperature 140°F

IP Rating IP20

Warranty 5-year limited

LED Sheets

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

PERFORMANCE

ORDERING INFORMATION

LED COLOR LUMENS/FULL SHEET EFFICACY CRI LAMP LIFE BEAM SPREAD

3000K 1,960 98 lm/W

90 50,000 hours 120°

4000K 2,050 103 lm/W

All part numbers above will include (1) 1' sheet-to-driver hardwire connector and (2) 3" 

sheet-to-sheet extensions (jumpers). LED drivers and other accessories sold separately. 

Example: LS1-2412-20W-30

PRODUCT CODE LED COLOR

LS1-2412-20W -

LS1-2412-20W LED Sheets 30

40

3000K

4000K
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ACCESSORIES

NAME DESCRIPTION PART NUMBER IMAGE

Standoffs
Load-bearing up to 110 lbs/standoff. 

5/8" x 3/8" (W x H). QTY (6).
LS1-STOF-S01

Extra Hardwire Connector*

Sheet-to-driver connector for Static 

White (30K & 40K) LED Sheets. 1' 

length. 22AWG. QTY (1).

LS1-CON-2C-1FT

Extra Extension (Jumper)*

Sheet-to-sheet extension (jumper) 

for Static White (30K & 40K) LED 

Sheets. 3" length. QTY (1). 

LS1-EXT-2C-3IN

*Only required if additional materials are needed. Each LED Sheet already includes these parts.
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Compatible with select ELV, MLV, 0-10V, incandescent, and CFL/LED dimmers. UL listed. 24VDC input voltage. 

120-277VAC output voltage.

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

30-watts 2 6-1/2” x 3-5/8” x 1-5/8” DR-30W-24V-DIMALL

60-watts 2 7-3/8” x 3-5/8” x 1-5/8” DR-60W-24V-DIMALL

96-watts 2 8-3/4” x 3-3/4” x 1-3/4” DR-96W-24V-DIMALL 

150-watts 1 10-1/4” x 4-1/8” x 1-7/8” DR-150W-24V-DIMALL

192-watts 1 2 11” x 4-3/8” x 1-3/4” DR-192W-24V-DIMALL

200-watts 1 10-1/4” x 4-1/8” x 1-7/8” DR-200W-24V-DIMALL

288-watts 2 2 11-7/8” x 4-3/8” x 1-3/4” DR-288W-24V-DIMALL

300-watts 1 11” x 4-3/8” x 1-3/4” DR-300W-24V-DIMALL

1	 (2) 96-watt outputs.

2	 (3) 96-watt outputs.

LED DRIVERS

DimALL™ Dimmable Drivers

Electronic-0-10V Dimmable Drivers

Plug-In Drivers

Compatible with most 0-10V dimmers. UL listed. 24VDC input voltage. 120-277VAC output voltage.

Plugs into a standard wall outlet. Non-dimmable. UL listed. 24VDC input voltage. 120-240VAC output voltage.

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

60-watts 2 9-1/2” x 4” x 3-7/8” DR-60W-24VDC-U-2-10-c 

100-watts 2 9-1/2” x 4” x 3-7/8” DR-100W-24VDC-U-2-10-c

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

36-watts 2 3-3/4” x 1-7/8” x 1-1/4” DR-36W-24VDC-120V-2-ND-e

96-watts 2 5-1/8” x 2-3/8” x 1-1/4” DR-96W-24VDC-120V-2-ND-e


