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SPECIFICATIONS

RATINGS & CERTIFICATIONS

BEAM SPREADS

Input Voltage 24VDC

Power 5.8 Watts/FT

Cut Increments Every 6"

Dimmable Yes

Max Run Length 16' 6"

Dimensions (W x L x H) 3/4" x 3/8"

Physical Color White

Adhesive 3M VHB

Connection Type Factory Installed Connector

Storage Temperature -4°F to 131°F

Max Operating Temperature 140°F

IP Rating IP67

Warranty 5-year limited

Flexible Linear Optics

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

PERFORMANCE

ORDERING INFORMATION

All part numbers above will include a factory installed connector with 10-feet of lead wire (longer lengths 

subject to additional costs) . LED drivers, mounting hardware, and other accessories sold separately. 

Example: OP1-58-60D-35-CUSTOM

LED Color Lumens/FT Efficacy CRI Lamp Life

10° x 10°

2700K 413 71 lm/W

90 50,000 hours

3000K 425 73 lm/W

3500K 437 75 lm/W

4000K 473 82 lm/W

30° x 30°

2700K 421 73 lm/W

90 50,000 hours

3000K 433 75 lm/W

3500K 445 77 lm/W

4000K 482 83 lm/W

60° x 60°

2700K 525 91 lm/W

90 50,000 hours

3000K 540 93 lm/W

3500K 555 96 lm/W

4000K 601 104 lm/W

10° x 10° 30° x 30° 60° x 60°

PRODUCT CODE BEAM SPREAD LED COLOR LENGTH

OP1-58 - - - CUSTOM

OP1-58 Flexible Linear Optics 10D

30D

60D

10° x 10°

30° x 30°

60° x 60°

27

30

35

40

2700K

3000K

3500K

4000K

CUSTOM Custom Length
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ACCESSORIES

NAME DESCRIPTION PART NUMBER IMAGE

Channel Kit

Aluminum channel kit that includes 

(1) 4-foot channel, clear lens, end 

caps, and surface mount hardware.

Aluminum: OP1-KIT-CHN-SLV-AL1-4FT

Black: OP1-KIT-CHN-BLK-AL1-4FT

White: OP1-KIT-CHN-WHT-AL1-4FT

Louvers

Installs into aluminum channel under 

the lens. Includes (8) 6-inch louvers - 

enough for 4-feet of channel.

Black: OP1-LVR-BLK

White: OP1-LVR-WHT

Adjustable Channel Brackets
Allows for adjusting the angle of a 

channel. QTY (2).

Black: OP1-MNT-ADJ-BLK-AL1

White: OP1-MNT-ADJ-WHT-AL1

Mounting Clips
For mounting the Flexible Linear 

Optics without a channel. QTY (6).
OP1-MNT-CLP-C01

See page 3 for dimensions.

Louver Detail Adjustable Mounting Bracket Detail
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DIMENSIONS

Flexible Linear Optic Strip (No Mounting Hardware)

Flexible Linear Optic Strip with Surface Mount Hardware

Aluminum Channel with Surface Mount Hardware

Aluminum Channel with Adjustable Mounting Brackets

0.84 in
[21.3 mm]

0.07 in
[1.8 mm]

0.07 in
[1.8 mm]

2.06 in
[52.4 mm]

1.19 in
[30.1 mm]

1.61 in
[40.8 mm]

LOCK-IN CLIP

FLEXIBLE LINEAR OPTIC STRIP

1.18 in
[30 mm]

0.84 in
[21.3 mm]

0.92 in
[23.3 mm]

1.24 in
[31.4 mm]

CHANNEL MOUNTING CLIP

LOCK-IN CLIP

0.07 in
[1.8 mm]

0.07 in
[1.8 mm]

FLEXIBLE LINEAR OPTIC STRIP

0.36 in
[9 mm]

0.89 in
[22.6 mm]

0.79 in
[20 mm]

0.4 in
[10.1 mm]
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Compatible with select ELV, MLV, 0-10V, incandescent, and CFL/LED dimmers. UL listed. 24VDC input voltage. 

120-277VAC output voltage.

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

30-watts 2 6-1/2” x 3-5/8” x 1-5/8” DR-30W-24V-DIMALL

60-watts 2 7-3/8” x 3-5/8” x 1-5/8” DR-60W-24V-DIMALL

96-watts 2 8-3/4” x 3-3/4” x 1-3/4” DR-96W-24V-DIMALL 

150-watts 1 10-1/4” x 4-1/8” x 1-7/8” DR-150W-24V-DIMALL

192-watts 1 2 11” x 4-3/8” x 1-3/4” DR-192W-24V-DIMALL

200-watts 1 10-1/4” x 4-1/8” x 1-7/8” DR-200W-24V-DIMALL

288-watts 2 2 11-7/8” x 4-3/8” x 1-3/4” DR-288W-24V-DIMALL

300-watts 1 11” x 4-3/8” x 1-3/4” DR-300W-24V-DIMALL

1	 (2) 96-watt outputs.

2	 (3) 96-watt outputs.

LED DRIVERS

DimALL™ Dimmable Drivers

Electronic-0-10V Dimmable Drivers

Plug-In Drivers

Compatible with most 0-10V dimmers. UL listed. 24VDC input voltage. 120-277VAC output voltage.

Plugs into a standard wall outlet. Non-dimmable. UL listed. 24VDC input voltage. 120-240VAC output voltage.

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

60-watts 2 9-1/2” x 4” x 3-7/8” DR-60W-24VDC-U-2-10-c 

100-watts 2 9-1/2” x 4” x 3-7/8” DR-100W-24VDC-U-2-10-c

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

36-watts 2 3-3/4” x 1-7/8” x 1-1/4” DR-36W-24VDC-120V-2-ND-e

96-watts 2 5-1/8” x 2-3/8” x 1-1/4” DR-96W-24VDC-120V-2-ND-e
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PHOTOMETRICS

10° x 10°

3000K, 425 lm/FT

OP1-58-10D-30

Illumination at a Distance

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 315 69%

0-40 364 80%

0-60 428 94%

0-90 455 99%

0-180 457 100%

Distance from LED Footcandles Diameter

2' 775.1 1.1'

4' 193.8 2.3'

6' 86.1 3.4'

8' 48.4 4.5'

10' 31.0 5.6'

12' 21.5 6.8'

Vertical

Angle
0° 20° 40° 60° 80° 90°

0° 3100 3100 3100 3100 3100 3100

5° 1972 2118 2293 2417 2478 2497

15° 241 258 292 336 353 351

25° 132 132 133 135 149 154

35° 77 76 78 78 87 95

45° 46 46 50 50 51 52

55° 30 30 33 34 33 34

65° 15 16 20 22 22 22

75° 5 6 8 10 9 9

85° 1 1 1 1 1 1

90° 0 0 0 0 0 0

30° x 30°

3000K, 433 lm/FT

OP1-58-30D-30

Illumination at a Distance

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 276 63%

0-40 339 77%

0-60 412 93%

0-90 439 99%

0-180 441 100%

Distance from LED Footcandles Diameter

2' 175.3 3.4'

4' 43.8 6.7'

6' 19.5 10.1'

8' 11.0 13.4'

10' 7.0 16.8'

12' 4.9 20.1'

Vertical

Angle
0° 20° 40° 60° 80° 90°

0° 701 701 701 701 701 701

5° 612 618 631 648 667 677

15° 333 344 362 387 417 436

25° 156 161 169 181 197 207

35° 80 81 84 89 96 100

45° 48 48 49 51 54 56

55° 29 29 31 32 34 35

65° 14 14 16 18 19 20

75° 5 5 6 7 7 7

85° 1 1 1 1 1 0

90° 0 0 0 0 0 0
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PHOTOMETRICS

60° x 60°

3000K, 540 lm/FT

OP1-58-60D-30

Illumination at a Distance

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 270 50%

0-40 393 72%

0-60 521 95%

0-90 543 99%

0-180 546 100%

Distance from LED Footcandles Diameter

2' 99.1 5.8'

4' 24.8 11.7'

6' 11.0 17.5'

8' 6.2 23.4'

10' 4.0 29.2'

12' 2.8 35.1'

Vertical

Angle
0° 20° 40° 60° 80° 90°

0° 396 396 396 396 396 396

5° 374 373 375 380 387 389

15° 332 331 332 337 348 354

25° 279 277 275 275 281 283

35° 210 209 204 202 202 202

45° 136 137 131 122 114 111

55° 63 64 61 55 51 49

65° 25 24 23 21 20 18

75° 5 6 6 5 5 5

85° 0 0 0 0 0 0

90° 0 0 0 0 0 0


