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Tunable White 

Flexible Linear Optics

SPECIFICATIONS

RATINGS & CERTIFICATIONS

BEAM SPREAD

Input Voltage 24VDC

Power 5.8 Watts/FT

Cut Increments Every 6"

Dimmable Yes

Max Run Length 16' 6"

Dimensions (W x L x H) 3/4" x 3/8"

Physical Color White

Adhesive 3M VHB

Connection Type Factory Installed Connector

Storage Temperature -4°F to 131°F

Max Operating Temperature 140°F

IP Rating IP67

Warranty 5-year limited

PRODUCT SPECIFICATIONS

Type

Project Name

Part No.

PERFORMANCE

ORDERING INFORMATION

All part numbers above will include a factory installed connector with 10-feet of lead wire (longer lengths 

subject to additional costs) . LED drivers, mounting hardware, and other accessories sold separately. 

LED Color Lumens/FT Efficacy CRI Lamp Life

Tunable White 

(2700K to 6500K)
470 81 lm/W 90 50,000 hours

35° x 35°

PRODUCT CODE BEAM SPREAD LED COLOR LENGTH

OP1-58 - 35D - TUNW - CUSTOM

OP1-58 Flexible Linear Optics 35D 35° x 35° TUNW Tunable White CUSTOM Custom Length
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ACCESSORIES

NAME DESCRIPTION PART NUMBER IMAGE

Channel Kit

Aluminum channel kit that includes 

(1) 4-foot channel, clear lens, end 

caps, and surface mount hardware.

Aluminum: OP1-KIT-CHN-SLV-AL1-4FT

Black: OP1-KIT-CHN-BLK-AL1-4FT

White: OP1-KIT-CHN-WHT-AL1-4FT

Louvers

Installs into aluminum channel under 

the lens. Includes (8) 6-inch louvers - 

enough for 4-feet of channel.

Black: OP1-LVR-BLK

White: OP1-LVR-WHT

Adjustable Channel Brackets
Allows for adjusting the angle of a 

channel. QTY (2).

Black: OP1-MNT-ADJ-BLK-AL1

White: OP1-MNT-ADJ-WHT-AL1

Mounting Clips
For mounting the Flexible Linear 

Optics without a channel. QTY (6).
OP1-MNT-CLP-C01

See page 3 for dimensions.

Louver Detail Adjustable Mounting Bracket Detail
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DIMENSIONS

Flexible Linear Optic Strip (No Mounting Hardware)

Flexible Linear Optic Strip with Surface Mount Hardware

Aluminum Channel with Surface Mount Hardware

Aluminum Channel with Adjustable Mounting Brackets

0.84 in
[21.3 mm]

0.07 in
[1.8 mm]

0.07 in
[1.8 mm]

2.06 in
[52.4 mm]

1.19 in
[30.1 mm]

1.61 in
[40.8 mm]

LOCK-IN CLIP

FLEXIBLE LINEAR OPTIC STRIP

1.18 in
[30 mm]

0.84 in
[21.3 mm]

0.92 in
[23.3 mm]

1.24 in
[31.4 mm]

CHANNEL MOUNTING CLIP

LOCK-IN CLIP

0.07 in
[1.8 mm]

0.07 in
[1.8 mm]

FLEXIBLE LINEAR OPTIC STRIP

0.36 in
[9 mm]

0.89 in
[22.6 mm]

0.79 in
[20 mm]

0.4 in
[10.1 mm]
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LED DRIVERS

Electronic-0-10V Dimmable Drivers

Plug-In Drivers

Compatible with most 0-10V dimmers. UL listed. 24VDC input voltage. 120-277VAC output voltage.

Plugs into a standard wall outlet. Non-dimmable. UL listed. 24VDC input voltage. 120-240VAC output voltage.

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

60-watts 2 9-1/2” x 4” x 3-7/8” DR-60W-24VDC-U-2-10-c 

100-watts 2 9-1/2” x 4” x 3-7/8” DR-100W-24VDC-U-2-10-c

CAPACITY CLASS DIMENSIONS (L X W X H) PART NUMBER

36-watts 2 3-3/4” x 1-7/8” x 1-1/4” DR-36W-24VDC-120V-2-ND-e

96-watts 2 5-1/8” x 2-3/8” x 1-1/4” DR-96W-24VDC-120V-2-ND-e
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CONTROLS

PRODUCT IMAGE DESCRIPTION PART NO.

MAX LOAD INPUT: 100W (4.16A; @ 24VDC)
MAX LOAD OUTPUT: 100W (4.16A; @ 24VDC)
ENVIRONMENT: IP20 INDOOR
DO NOT INSTALL IN METAL JUNCTION BOX
WIRE SIZE: 14-22AWG
PRODUCT HELP: (832) 717-2710
MFG PN: PWM5-PRO

CASAMBI PWM PRO BLUETOOTH DECODER
CONT-CAS-PWMPRO-DEC Casambi PWM Pro Bluetooth Decoder

Communicates wirelessly with a Bluetooth device, like a smartphone or 

tablet, allowing for color-changing and dimming effects within the Casambi 

app. The LED strip is wired directly into the decoder, along with a 24VDC 

electronic LED driver (sold separately) which provides power to the system.

CONT-CAS-PWMPRO-DEC

Casambi Wireless Wall Controller

Wall-mounted controller that allows for quick, convenient control of 

Casambi enabled lighting. It communicates with lighting that is connected 

to a Casambi PWM Bluetooth Decoder (sold separetely), and attaches 

magnetically to a wall-mounted plate (included).

CONT-CCS-WSC

PHOTOMETRICS

35° x 35°

Tunable White (2700K 

to 6500K), 470 lm/FT

OP1-58-35D-TUNW

Illumination at a Distance

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 760 51%

0-40 977 65%

0-60 1305 87%

0-90 1483 99%

0-180 1501 100%

Distance from LED Footcandles Diameter

2' 493.5 5.5'

4' 123.4 11.1'

6' 54.8 16.6'

8' 30.8 22.2'

10' 19.7 27.7'

12' 13.7 33.3'

Vertical

Angle
0° 20° 40° 60° 80° 90°

0° 1974 1974 1974 1974 1974 1974

5° 1882 1877 1877 1880 1858 1861

15° 1176 1167 1175 1194 1180 1193

25° 524 526 542 568 588 601

35° 291 299 325 357 382 391

45° 183 192 220 254 276 281

55° 119 127 150 175 189 192

65° 73 81 100 110 112 116

75° 38 41 53 57 56 57

85° 16 16 20 20 21 17

90° 9 9 11 11 2 0


